HOYA
E-V10 [NEW]

— Wavelength calibration filter —

1. Features

Unique absorption which is an attribute of didymium.

® No harmful substances: Lead, and Arsenic.
e Equivalent transmittance to V10

2. Equivalent transmittance to V10
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E-V10 and V10 are interchangeable, due to the equivalent transmittance.

—E-V10 —V10 Thickness : 2.50mmt
100
90
80
¥ 70
S 60
£ 50 ﬂ
£ 40
c
© 30
|_
20
10
0 ———4
200 300 400 500 600 700 800 900 1000 1100 1200
Wavelength(nm)
Standard Specifications
Transmittance at 550nm | Transmittance at 586nm
T550(%) T586(%)
>80 <2
Japan/Asia USA Europe
HOYA CORPORATION OPTICS SECTION HOYA CORPORATION USA HOYA CORPORATION OPTICS SECTION
Japan Sales Department Optics Division Europe Branch

E-Mail: cajp-infoA@hoya.com E-Mail: opticsales.hoyausa@hoya.com E-mail: info@hoyaoptics.eu



HOYA

3. Spectral Transmittance and Material Properties

We provide color glass filters for a wide range of fields, such as cameras, optical instruments, physics and
chemistry, educational materials, industrial and medical, with spectral characteristics and sizes according
to your requirements. Standard thickness: 2.50 mm (customization of thickness is available)

Material Properties

3 1 586 631 - 95 535 160 3.05

4. Hazardous Substances

HOYA E-V10 complies with the RoHS Directive (2011/65/EU) and does not contain harmful substances,
Lead, Cadmium, and Arsenic.
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